
www.sunellsecurity.com 

 

 

  
 

 
 
 
 
 
 
 
 
 
 

 
 
  

Key Features 

 4MP (2560×1440) 

 3.6mm lens  

 Built-in 6pcs IR LEDs, night vision distance 10m 

 Support human detection & Sound Detection 

 Support two-way audio communication 

 Support Pan 355° Tilt 90° 

 Remote monitoring by phone Tuya APP 

 Support cloud storage or max 128GB micro SD card 

 Support reset button (not pinhole reset) 

 Type-C Power Interface 

 

 

SN-H5A 
2MP Tuya Wi-Fi Baby Monitor Camera 
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Specification 
 

Camera 

Image Sensor 1/3” Progressive Scan CMOS 

Resolution 4MP (2560×1440) 

Min. Illumination 0.1lux/F1.2 

Focal Length 3.6mm 

IR Distance Up to 10m (32ft) 

Day/Night Auto(ICR) 

Pan/Tilt Pan: 355°, Tilt: 90° 

Video Compression H.264 

Wi-Fi IEEE 802.11 b/g/n, 2.4G 

Picture Flip Support 

Motion Detection Support 

Human detection Support 

Sound Detection Support 

Alarm Trigger Motion detection and sound detection notification 

Security User authentication, software encryption 

Multi-user Max 6 users 

Audio Compression G711 

Audio Built-in 1ch Mic, Built-in Speaker 

Two-Way Audio Support 

Storage Cloud storage, micro SD card up to 128GB 

Reset Button Support  (not pinhole reset) 

Power Interface Type-C 

Power Supply Micro USB, DC5V/1.5A, <5W 

Working Environment -10°C ~ 50°C, Less than 90% RH 

Ingress Protection Indoor use 

Packing Dimensions 
(L*W*H) 

95 ×85×162 mm  

Gross Weight 0.3kg  
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